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DC Resistance Tester-KRI9310C-1
Introduction

Features

KRI9310 DC resistance tester is por table and automat ic tester, which is appl icable for 

the induct ive test objects (such as d ist r ibut ion t ransformers, instrument t ransformers, 

reactors, etc) and the resist ive test objects (such as contactors of swi tches, contactors 

of re lays, wires, etc) . 

1 )  6 ranges o f ou tpu t cu r ren t f o r se lec t i on ;

2 )  Au tomat i c ca l cu la t i on func t i on , i npu t t he tes t ob jec t 

    ma te r i a l ( coppe r /a lum inum) and i t s t e m p e r a t u r e , 

  t he DC r e s i s to r t e s t e r w i l l  a u t o m a t i c a l l y c a l c u l a t e 

t h  e    r es i s tance @ s tanda rd tempera tu re (20℃, 75℃ 

    o r 120℃) ;

3 )  500 tes t da ta s to rage ;

4 )  USB po r t t o down load the tes t da ta to USD f l ash d i sk ;

5 )  P ro tec t i on - d i scha rge a la rm ing , ove r -hea t a la rm ing ;

6 )  P ro fess iona l p robes as op t i ona l t o measu re the rea l - t ime tempera tu re .

Range

Accuracy

Measure Range

Battery

Resolution

Deimension

Temperature

Probe (Optional)

Resistance measurement

10A

0~0.1Ω

0.2% readings ±0.5μΩ

0.1μΩ

Inbuilt lithium-ion polymers battery, 11.1V, 4500mAh

20℃,75℃,120℃ standard

155m(L)*210mm(W)*68mm (H)

1.66kgsNet Weight

Temperature (-99.9℃~199.9℃), accuracy (readings±0.5℃)

Technical Parameters

5mA

30~20kΩ

3A

0.01~2Ω

1A

0.03~6Ω

0.3A

0.3~60Ω

0.1A

0.1~20Ω

DC resistance test instrument -YRC type C-2
Introduction

Features

YRC type DC res is tance tes t i ns t rument i s app l i cab le to measure the DC res is tance 

o f power and d is t r ibu t ion t rans fo rmers , cu r ren t t rans fo rmers w i th ra ted vo l tage up to 

110kV.

1)  Inbui l t power wi th high eff ic iency, no electr ic fan, which wi l l prevent dust f rom coming 

    into the tester ;

2)  80 test data storage;

3)  Protect ion i f the tester is connected wi th 380V AC power supply;

4)  Discharge alarming;

Model

Range

Output Current

Resolution

Accuracy

Input Power Supply

Output Voltage

Net Weight

YR-05C

5A,2.5A,1A,100mA,＜10mA

0~20kΩ

0.2% readings ±2μΩ

0.1μΩ

DC24V

AC220V±10%,50Hz±1Hz, DC12~24V/5A

335m(L)*235mm(W)*260mm (H)

7.7kgs

Deimension

Technical Parameters

10A,3A,1A,100mA,＜10mA

0~20kΩ

YR-10C

0.2% readings ±1μΩ

YR-05C YR-10C


