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PART
OTHER TEST INSTRUMENT

 Instrument Transformer Characteristic Tester-JYH-BA
Introduction

JYH-B instrument t ransformer character ist ic tester can measure 

the turns rat io, polar i ty and vol t-ampere character ist ics of the 

current t ransformers and vol tage transformers. I t has large power 

regulat ing transformer, step-up transformer and current-up device 

inside. The tester is widely used in the rout ine test of vol tage and 

current t ransformers.

Features

1)  The test vol tage and current can be set , the tester wi l l automat ical ly increase the 

    vol tage and form the vol t -ampere character ist ic curve;

2)  Abi l i ty to be connected wi th an external step-up t ransformer wi th output vol tage upto 

    4kV and current upto 1.5A, which can test current t ransformers upto 500kV 1A;

3)  Big LCD shows the vol t -ampere curve,wi th micro-pr inter to pr int out the test data;

4)  With numbers keyboards, easy operat ion,100 test data storage;

5)  RS232 communicat ion port , can be connected to computer, test data can be upload 

    to the computer for edi t or save.
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Technical Parameters

Measuring Accuracy

Inbuilt Current-up Device

Precision of turns 
ratio measurement

Deimension

Accuracy of volt-ampere:0.5 class, accuracy of turns 
ratio measurement: 0.5 class (when secondary voltage
≥50V, secondary current≥200mA)

0-800A/1000A

≤1%

425m(L)*300mm(W)*290mm (H)

Net Weight 26kgs

800VA

Inbuilt step-up 
Transformer

0~2500V,
0~20A

1A/2500V,

2A/1500V,

5A/600V,

10A/220V,

20A/30V

Output voltage 
and current

Load range

Oil Dielectric Tester-YY6611B
Introduction

Yy6611 o i l d ie lec t r i c tes te r i s app l i cab le fo r 

the o i l d ie lec t r i c tes t fo r the insu la t ing l i qu ids 

(o i l ) i n t r ans fo rmers , r eac to rs , bush ings , 

sw i tchgears and capac i to rs . The tes t dev ice 

adop ts per fec t EMC des ign , wh ich avo ids the 

c rash fau l t du r ing tes t .

Website: www.hvgrand.com  Email: sales@hvgrand.com  Tel.:+86-188 0686 8071

Features

1)  More re l iab le and accurate test resu l t because of s ince wave generator, vo l tage 

    regulat ion f rom the power supply wi l l not a ffect the test resu l t ;

2)  Never crash fau l t , can work under s t rong e lect r ic f ie ld ;

3)  High new technology to reduce the d ischarge energy, which avoids any pol lu t ion 

    to the o i l sample dur ing test ;

4)  New mater ia l o i l cup wi th long l i fe t ime;

5)  Protect ion in case of low qual i ty o i l breakdown, cup breakdown.

Accuracy

Voltage Raise Speed

Breakdown Time

Experimental Times

Volume Of The Oil Cup

Distance Between The Poles

Operating Temperature

Relative Humidity

Operating Power Source 

Dimension

Net Weight

±(2% reading±0.2kV)

1.0, 2.0 or 3.0kV/s

≤1ms

1~6

400ml;200ml

2.5mm(Electrode gap is adjustable)

0~40℃    

≤80%RH, non-condensing

AC 220V±10%, 50Hz ±1Hz

310mm (L) *420mm (W)*360mm (H) 

22kg

Technical Parameters 

Output Voltage

Minimum Resolution

0~80kV or 100kV

0.1kV


